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	For liquids
Contact: max. 4 reed switches
Connection:G 1/8...G 2 male, flange: DN50..DN125
Material: brass, st. st., PVC-U, PP, PTFE
Max. pressure: 100 bar
Max.temperature:150°C
Liquid density: from 0,5 g/ml on

	Magnetic Level Switches for Side Installation NS 
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	For liquids
Contact: max. 4 reed switches
Connection:G 3/8...G 2 male, flange: DN50..DN125
Material:brass, st. st., PVC-U, PP
Max. pressure: 100 bar
Max.temperature:150°C
Liquid density: ab 0,6 g/ml

	Level Switch RFS 
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	For liquids
Contact: 1 reed switch
Connection: ½ NPT
Material: st. st. 1.4305
Max. pressure: 5 bar
Max.temperature:120°C /ATEX: 60°C)
Liquid density: from 0,7 g/ml
Option: ATEX

	Bypass Level Switch NBA, NBE 
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	For liquids
Contact: 1 reed switches
Connection:G 3/8, R ½ 
Material:aluminum, st. st.
Max. pressure: 10 bar
Max.temperature: 90 °C
Liquid density: from 0,65 g/ml on

	Float Level Switch NSP-S 

	[image: http://www.kobold.com/altes_web/media/n1-nsp-s_5.gif]
	[image: http://www.kobold.com/altes_web/media/pdf/n1-nsp-s_5-icon.gif]
Download PDF datasheet

	For liquids
Contact: 1 micro switch 
Connection: cable gland G1, G2
Material:Polypropylen
Max. pressure:1 bar
Max.temperature:85°C

	Float Level Switch NSP-K 
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	For liquids
Contact: 1 micro switch 
Connection: cable gland G1, G2
Material:Polypropylen
Max. pressure:2 bar
Max.temperature:85°C

	Float Level Switch NAB 
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	For liquids
Contact: 1 micro switch 
Material:Polypropylen, PP 
Max. pressure:5 bar
Max.temperature:85°C

	Float Level Switch NST 
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	For liquids
Contact: 1 reed contact
Connection: cable gland G2
Material: PTFE
Max. pressure:1 bar
Max.temperature:150°C

	Dual Magnet Float Level Switch NGS 
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	For liquids
Contact: 1 micro switch
Connection:square flange, G 2, 2 NPT
DIN-flange: DN80, DN100
Material: st. st. 1.4571
Max. pressure: 25 bar
Max.temperature:250°C
Liquid density: ab 0,7 g/ml
Certificates: ATEX, Germanischer Lloyd

	Conductive Suspended Ektrode NEH 

	Ultrasonic Level Switch NQ 
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	For liquids
Contact: 1 electronic switch
Connection:G 1male
Material: st. st.
Max. pressure:70 bar
Max.temperature:125°C
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	For conductive liquids
Contact: 5 contacts via relays
Connection:G 1/2, G 11/2 male ½ NPT, 11/2 NPT male
Material: st. st., hastelloy, titanium
Max. pressure: 6 bar
Max.temperature:150°C
For conductive liquids (>20 mikroS/cm)

	Conductive Level Switch LNK 
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	For conductive liquids (>10 mikroS)
Electrodes: 1-4 pcs, length: 4-2000 mm
Connection: G 1/2, G 1 
hygenic mounting system (EHEDG)
hygenic DIN 11851, Tri-Clamp, weld on sleeve
Material: st.st. 1.4404, Option: C-CTFE coating
Max. pressure: 10 bar
Max.Temperatur:100°C (CIP 150 °C)
Options: head mounted transmitter f. 1 contact

	Conductive Level Switch Compact , LNK-K 
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	for conductive liquids (>10 mikroS)
Electrodes: 4 up to 2000 mm
Connection: G ½ 
hygenic mounting system (EHEDG)
hygenic DIN 11851, Tri-Clamp, weld on sleeve
Material: st.st. 1.4404, option: E-CTFE coating
Max. pressure: 10 bar
Max.temperature:150°C
Option: head mounted transmitter f. 1 contact

	Membrane Level Monitor NMF 
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	For bulks 
Contact: 1 micro switch
Connection: circular flange
Material: membrane: Nitril, NBR, FPM, st. st.
Retaining ring: steel, stainless steel, aluminium
Max. pressure: 0 bar
Max. temperature: 200°C

	Bypass Level Indicator NBK-03 
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	Measuring length: Max. 6 meters (if longer: 2 parts)
Connection: DIN-flange DN 15...DN 32
ANSI-flange 1/2 ... 1 1/4 
Material: st. st. 1.4571
Max. pressure: PN 100, max. temperature:400 °C
Accuracy transducer: +/- 1 mm
Option: transmitter 4-20 mA, contacts

	Level Indicator acc. Archimedes principle BA 
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	Measuring length: Max. 2x 6 meters (dependent of density)
Connection: DIN-flange 
Material: st. st. , Hastelloy
Max. pressure: 40 bar
Max. Temperature: -40...+250 °C (option 300 °C)
Accuracy: ± 5 mm of meas. Value
Mech. pointer indication
Option: transmitter 4-20 mA, contacts, ATEX, Hart, Profibus-PA

	Ultrasonic Level Meter NUS-4 
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	Measuring range: liquids up to 25 m 
Connection: G 1 ½ , G2, 11/2 NPT, 2 NPT male 
flange DN 80,125, 150, ANSI 3 ,5 ,6 
Material Connection: Polypropylene
Max. pressure: 3 bar abs., max. temperature: 90 °C
Power supply:12-36 VDC, 2-wire
Output: 4-20 mA, Relay
LCD-indication and programming unit

	Differential Pressure Gauge PAD 
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	Measuring range: 0...41370 kPa
Connection: ¼ NPT, ½ NPT
Housing Material: st. st.
Accuracy: ±0,075% of meas. range

	Diaphragm Level Indicator NPF 
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	Measuring range: 0-600...0-6000 mm Wc
Connection: G ½ AG
Material: st. st. 
Max. pressure: 1,3 x max. range, max. temperature: 80 °C
Accuracy: +/- 1,6 % FS
Option: contacts
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